
A

CONTINUOUS SEALANT AND BACKER ROD,
TYPICAL

PRIMARY MEMBRANE FLASHING FROM
WINDOW PERIMETER TO PANEL LINER, BY
INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER

2"x6-1/2" THERMAL BROKEN ALUMINUM
STOREFRONT SYSTEM

1" INSUL. GLAZING AS SCHEDULED

CONTINUOUS SEALANT AND BACKER ROD,
TYPICAL

2"x5" STEEL TUBE, SEE STRUCTURAL

CONTINUOUS 3"x2" STEEL ANGLE, SEE
STRUCTURAL

AIR BARRIER PERIMETER SEAL - BUTYL
TAPE, EXTRUDED ALUMINUM ADAPTER, AND
SILICON RUBBER CORNERS/ SHEETS w/
LOCK IN DART, TYPICAL

2" INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM (R-14), TYPICAL

BRICK VENEER

6" GALVANIZED METAL STUDS @ 16"o.c.

6" SPRAY CELLULOSE INSULATION (R-19)
PROVIDE HORIZONTAL BLOCKING @ 4'-0"o.c.
VERTICALLY

5/8" GYPSUM BOARD, FINISH AS SCHEDULED

2'-2"

7" 6 5/8" 1'-0 3/8"

3 5/8" 1 3/8" 2" 6" 1'-1"

6 1/2" 4 1/4" 1'-0 3/8"

2 7/8" 1'-11 1/8"

CAST STONE SILL w/ DRIP EDGE, BELOW

MCB

GALVANIZED METAL INTEGRAL OR MID-PANEL
 CLIP & MASONRY ANCHOR SPACED
VERTICALLY INTO FRAMING MEMBER @ 16"o.c.

A

1'-1 5/8" 1'-0 3/8"

2'-2"

4 1/4"6 1/2"2 7/8"

2'-2"

2 5/8" 11" 1'-0 3/8"

CONTINUOUS SEALANT w/ BACKER ROD,
TYPICAL

AIR BARRIER PERIMETER SEAL - BUTYL
TAPE, EXTRUDED ALUMINUM ADAPTER, AND
SILICON RUBBER CORNERS/ SHEETS w/
LOCK IN DART, TYPICAL

2" INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM (R-14), TYPICAL

PREFINISHED DRIP FLASHING, 4" END LAPS
w/ CONTINUOUS CAULK AT LAPS, 4" BACK
LEG MINIMUM, BY HORIZONTAL METAL
PANEL MANUFACTURER

CONTINUOUS STARTER CLEAT, BY
HORIZONTAL METAL PANEL
MANUFACTURER

1-1/2" GALVANIZED "Z" FURRING ATTACHED
TO INSULATED-CORE METAL WALL BACKUP
PANEL BY SUBFRAMING FASTENER
PROVIDED BY INSULATED-CORE METAL
WALL BACKUP PANELSYSYTEM
MANUFACTURER, TYPICAL

ALUMINUM EXTERIOR SUN CONTROL DEVICE
TO BE PROVIDED BY STOREFRONT
CONTRACTOR. STOREFRONT CONTRACTOR
SHALL DESIGN ATTACHMENT OF EXTERIOR
SUN CONTROL DEVICE TO STOREFRONT
SYSTEM, TYPICAL

CONTINUOUS SEALANT w/ BACKER ROD,
TYPICAL

CONTINUOUS 3"x2" STEEL ANGLE, SEE
STRUCTURAL

2"x5" STEEL TUBE, SEE STRUCTURAL

PRIMARY MEMBRANE FLASHING FROM
WINDOW PERIMETER TO PANEL LINER, BY
INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER

2"x6-1/2" THERMAL BROKEN ALUMINUM
STOREFRONT SYSTEM

1" GLAZING AS SCHEDULED

1
/2

"

6" GALVANIZED METAL STUDS @ 16"o.c.

6" SPRAY CELLULOSE INSULATION (R-19)
PROVIDE HORIZONTAL BLOCKING @ 4'-0"o.c.
VERTICALLY

4 3/8" 6 5/8"

5/8"6"2"1 1/2"7/8"

MCB

5/8" GWB

PREFINISHED DRIP FLASHING BY
HORIZONTAL METAL WALL PANEL
MANUFACTURER

11"

7 3/8" 3" 5/8"

7/8" 1 1/2" 2" 3"

6" SPRAYED CELLULOSE INSULATION (R-19),
PROVIDE HORIZONTAL BLOCKING @ 4'-0"O/C
VERTICALLY

PRIMARY MEMBRANE FLASHING FROM
WINDOW PERIMETER TO PANEL LINER, BY
INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER

CONTINUOUS SEALANT w/ BACKER ROD,
TYPICAL

6" GALVANIZED METAL STUDS @ 16"o.c.

5/8" GYPSUM BOARD, FINISH AS SCHEDULED

1" INSULATED GLAZING AS SCHEDULED

CONTINUOUS SEALANT w/ BACKER ROD,
TYPICAL

EXTERIOR SUNSHADE DEVICE TO BE
PROVIDED BY STOREFRONT CONTRACTOR.
STOREFRONT CONTRACTOR SHALL DESIGN
ATTACHMENT OF SUNSHADE TO
STOREFRONT

HORIZONTAL METAL WALL PANEL

INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM, TYPICAL

AIR BARRIER PERIMETER SEAL - BUTYL
TAPE, EXTRUDED ALUMINUM ADAPTER, AND
SILICON RUBBER CORNERS/ SHEETS w/
LOCK IN DART, TYPICAL

2"x6-1/2" THERMAL BREAK ALUMINUM
STOREFRONT SYSTEM

7.1

STRUC SUPPORT ANGLE 3 x 2 x 3/16 LLH
MIN, ANCH SECURELY TO TUBE STEEL,
RE:STRUC

TUBE STEEL BEAM, RE:STRUC

MCB

A

13

6
"

1
 1

/4
"

3
 5

/8
"

1
 1

/8
"

6 1/2" 4 1/4" 1'-0 3/8"

1'-11 1/8"

PRE-FINISHED ALUMINUM DECORATIVE
METAL WALL SYSTEM w/ NON-WOVEN
FABRIC (NRC .70), COLOR TO MATCH
STOREFRONT

(2) LAYERS 5/8" GYPSUM BOARD, FINISH AS
SCHEDULED

3-1/2" ACOUSTICAL MINERAL FIBER BATT
INSULATION

3-5/8" GALVANIZED METAL STUDS @ 16"o.c.

1/2" GALVANIZED ACOUSTICAL RESILIENT
CHANNEL @ 16"o.c. HORIZONTAL

5/8" GYPSUM BOARD, FINISH AS SCHEDULED

2"x6-1/2" THERMAL BROKEN ALUMINUM
STOREFRONT SYSTEM

1" INSUL. GLAZING AS SCHEDULED

1" INSUL. GLAZING AS SCHEDULED

MCB

MCB

1" GLAZING AS SCHEDULED

6 1/2"

1
0
 3

/4
"

2
"

6
 3

/4
"

2
"

2"x6-1/2" THERMAL BROKEN
ALUMINUM STOREFRONT
SYSTEM

1" GLAZING AS SCHEDULED

2"x6-1/2" THERMAL BROKEN
ALUMINUM STOREFRONT
SYSTEM

SRCEEN CLOTH (STAINLESS
STEEL MESH SCREEN)

WEATHERSTRIP RETAINER

LIFT HANDLE

ROTATING VENTILATOR BY
STOREFRONT MANUFACTURER,
COLOR TO MATCH STOREFRONT

FINISHED FLOOR
1471'-8"

A

2 7/8" 1'-11 1/8"

6 1/2" 1'-4 5/8"

5
"

3
"

1" INSULATED GLAZING AS SCHEDULED

2"x6-1/2" THERMAL BROKEN
ALUMINUM STOREFRONT SYSTEM
W/MANUF STANDARD SILL FLASHING
SET IN TWO BEADS CONT SEALANT
PER MANUF SPECS

CONT SEALANT EA SIDE AT FLOOR

FINISHED FLOOR AS SCHEDULED,
TYPICAL

CONTINUOUS BRAKE FORMED THRU
WALL FLASHING, ANCHOR 2" MIN. BACK
LEG TO VAPOR BARRIER, DAM ENDS AT
OPENINGS, TYPICAL

8
"

CAST STONE SILL w/ DRIP EDGE, GROUT FILL
CAVITY,  TYPICAL

CONTINUOUS MEMBRANE FLASHING OVER
METAL FLASHING, TAPE TOP TO AIR &
WEATHER BARRIER, PROVIDE 12" END
LAPS TAPED & MASTIC SET, TYPICAL

6"x18" CONCRETE MAINTENANCE STRIP AT
FINISHED GRADE, 8" MIN BELOW FINISHED
FLOOR, TYPICAL

1/2" CONT SEALANT, BACKER ROD &
EXPANSION MATERIAL, TYPICAL

BRICK VENEER W/ADJ ANCH SYSS 16" OC
VERT, 32" OC HORIZ, TYPICAL

2" RIGID FOUNDATION INSULATION BOARD
(R-10), TYPICAL

CONTINUOUS FLUID-APPLIED
WATERPROOFING MEMBRANE AT FULL
PERIMETER OF BUILDING FOUNDATION,
TYPICAL

1" 6"

CONC ANCHOR STRAPS AT ENDS & MAX
24" OC W/3/8" DIA EXP FAST TO CONC
SLAB, MIN 2" EMBEDMENT

EXP ANCH PER FRAME MANUF, ANCH
SECURELY AT GROUT FILL

6" SPRAY CELLULOSE INSULATION (R-19)
PROVIDE HORIZONTAL BLOCKING @ 4'-0"o.c.
VERTICALLY

6" GALVANIZED METAL STUDS @ 16"o.c.

5/8" GYPSUM BOARD, FINISH AS SCHEDULED

2"x6-1/2" THERMAL BROKEN ALUMINUM
STOREFRONT SYSTEM

1" INSUL. GLAZING AS SCHEDULED

CONTINUOUS SEALANT AND BACKER ROD,
TYPICAL

BRICK VENEER, TYPICAL

2" INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM (R-14), TYPICAL

CAST STONE SILL w/ DRIP EDGE, TYPICAL

AIR BARRIER PERIMETER SEAL - BUTYL
TAPE, EXTRUDED ALUM. ADAPTER &
SILICONE RUBBER CORNERS/ SHEETS w/
LOCK IN DART, TYPICAL

CONT. MEMBRANE FLASHING OVER METAL
FLASHING, TAPE TOP TO AIR BARRIER,
PROVIDE 12" END LAPS TAPED & MASTIC SET,
TYPICAL

SEALANT

3/4" SYNTHETIC SILL W/FULL ROUND NOSE

CONTINUOUS TREATED 2X8 BLOCKING

EXISTING CMU BLOCK TO REMAIN

CONTINUOUS TREATED 2X8 BLOCKING

PREFINISHED DRIP FLASHING BY
HORIZONTAL METAL WALL PANEL
MANUFACTURER

6" SPRAYED CELLULOSE
INSULATION (R-19), PROVIDE
HORIZONTAL BLOCKING @
4'-0"O/C VERTICALLY

PRIMARY MEMBRANE FLASHING FROM
WINDOW PERIMETER TO PANEL LINER, BY
INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM MANUFACTURER

CONTINUOUS SEALANT w/
BACKER ROD, TYPICAL

6" GALVANIZED METAL
STUDS @ 16"o.c.

5/8" GYPSUM BOARD,
FINISH AS SCHEDULED

CONTINUOUS SEALANT w/ BACKER ROD,
TYPICAL

HORIZONTAL METAL WALL PANEL

INSULATED-CORE METAL WALL BACKUP
PANEL SYSTEM, TYPICAL

AIR BARRIER PERIMETER SEAL - BUTYL
TAPE, EXTRUDED ALUMINUM ADAPTER, AND
SILICON RUBBER CORNERS/ SHEETS w/
LOCK IN DART, TYPICAL

2"x6-1/2" THERMAL BREAK ALUMINUM
STOREFRONT SYSTEM

STRUC SUPPORT ANGLE
3 x 2 x 3/16 LLH MIN,
ANCH SECURELY TO
TUBE STEEL, RE:STRUC

TUBE STEEL BEAM,
RE:STRUC

MCB
5/8" GWB

1 1/2" x 20 GA MET FURRING 16"
OC, W/CONT TRACK AT ENDS,
ANCH SECURELY TO STRUC

CONT ACM SOFFIT

CONTINUOUS 3"x2" STEEL
ANGLE, SEE STRUCTURAL

2"x5" STEEL TUBE, SEE
STRUCTURAL

CONTINUOUS SEALANT
w/ BACKER ROD, TYPICAL

CONTINUOUS SEALANT w/
BACKER ROD, TYPICAL

STEEL TUBE AND BEAM,
SEE STRUCTURAL

1 1/2" x 20 GA MET
FURRING 16" OC, W/CONT
TRACK AT ENDS, ANCH
SECURELY TO STRUC

2"x6-1/2" THERMAL BREAK
ALUMINUM STOREFRONT
SYSTEM
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STOREFRONT DETAILS - AREA "A"

76

76

 3" = 1'-0"

JAMB DETAIL - AREA "A" TYPICAL
G1

 3" = 1'-0"

HEAD DETAIL @ METAL PANEL - TYPICAL AREA "A"
C1  3" = 1'-0"

STOREFRONT - HEAD DETAIL @ SUNSHADE
C4

 3" = 1'-0"

VERTICAL MULLION @ WALL - AREA "A" TYPICAL
C7

 3" = 1'-0"

VENTILATOR STOREFRONT DETAIL - TYPICAL
D1

 3" = 1'-0"

STOREFRONT SILL - AREA "A" TYPICAL
G4

 3" = 1'-0"

JAMB DETAIL @ TYPE B-2
F9

 3" = 1'-0"

STOREFRONT 8" HEAD DETAIL
D9 3" = 1'-0"

STOREFRONT 8" HEAD DETAIL @ CANOPY
D5


